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DATE OF REVISION

A.  20-04-2004

GEOTEXTILE

MEMBRANE CLASS A

CATCH BASIN

DRAIN

1 : 25

CARRIAGEWAY 600

250mm DIA. UPVC SCUPPER PIPE

( HEAVY DUTY )

100mm THK.  HARDCORE

100mm THK.  CONCRETE (GRADE 30) REINFORCED

WITH ONE LAYER WSFR A5

DETAIL A

1:36

225mm THK.  CONCRETE ( GRADE 35 )

REINFORCED WITH ONE LAYER WSFR B8

(REFER TO RIGID PAVEMENT DETAILS)

200mm GRADED GRANITE AGGREGATE

1:100

BUS BAY
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SCALE 1:50

REFER LTA (ARCHITECTURE DEPARTMENT)

CHECKLIST FOR DETAILS

B.  01-04-2005

ASPHALTIC WEARING COURSE
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CARRIAGEWAY BUS BAY
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LTA/RD/SD99/BUS/7C

25mm THK.  

GRANOLITHIC FINISH

SAFETY BOLLARD

GRADED GRANITE AGGREGATE 

BASE COURSE
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SCALE 1:100

SAFETY BOLLARDS TO BE INSTALLED:-

1. ALL BUS STOPS ALONG ROAD WITH POSTED SPEED OF 60km/h AND ABOVE.

2. AT BUS STOPS LOCATED NEAR JUNCTION AND FACING TRAFFIC FROM SIDE ROAD.

3. AT BUS STOPS LOCATED ALONG BENDS WITH POSTED SPEED OF 50km/h.

4. AT BUS STOPS WITHOUT BUS BAYS
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SAFETY BOLLARD

REFER LTA (ARCHITECTURE DEPARTMENT)

CHECKLIST FOR DETAILS

KERB

DRAIN CUM FOOTPATH

AT 3M c/c

SAFETY BOLLARD

AT 3M c/c

SAFETY BOLLARD

AT 3M c/c

ADVERTISEMENT
PANEL

BUS STOP SIGN

C.  12-08-2009

5. LOCATION OF ADVERTISING PANEL AND BUS STOP SIGN SHOULD NOT BE ERECTED

WITHIN PEDESTRIAN MOVEMENTS.

SAFETY BOLLARD

TYPICAL SECTION OF BUS BAY

DETAIL A

TYPICAL LAYOUT OF SAFETY BOLLARDS

AT  BUS STOP

NOTES:-
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